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Technisches Datenblatt

Technical Data Sheet

Typ Premiumqualitét mit stérkerer Raute

Breite ca. 12,5+ 1 mm

Gewicht 3,9g/m2+10 %

Rollenlédngen / Art.-Nr. Stammrolle & 500 m / Art.-Nr. 50220XXX
Kurzrolle a 5 m / 50225XXX

Mindestbestellmenge 1 Rolle

Material Kette (Langsfaden): Zellwolle, Viskose-Filament, Baumwolle
Schuss (Querfaden): Viskose-Filament

Fadenzahl - Grundkette 42
- Wulstkette 48
- Fulifaden 1
- Hakelfaden 1
- Schuss 18/ cm, 2-fach

Empfohlene Klebstoffe PréTack E40, Planatol AD 94/5B, Planatol Elasta N, Planatol 152, Planatol BB

Anwendungsbereich Buchbinden, DIY (Hobby)

Einsatz Farbiges Band, auch Kopfband genannt, das bei Hardcover-Blchern an der
Ober- und Unterkante des Buchrlickens geklebt wird. Es dient dazu, die LUcke
zwischen Buchriicken und Buchblock zu verdecken und das Buch zu verscho-
nern. Es schitzt zudem vor Staub und Beanspruchung.

Hinweis Die GroBrollen sind fur die Verwendung in industriellen BuchfertigungsstraBen
sowohl links als auch rechts gewickelt erhaltlich. Bei Bedarf geben Sie im Bestell-
fall bitte einfach Ihre entsprechenden Winsche zur Wickelrichtung an.

Anderungen vorbehalten.

Specifications Headband

Type premium quality with thicker row

Width approx. 12.5 + 1 mm

Grammage 3.9gsm=10 %

Roll lengths / Item no. Master roll of 500 mts / ltem no. 50220XXX
Short roll of 5 mts / ltem no. 50225XXX

Minimum order quantity 1 roll

Material Warp (lengthwise thread): spun rayon, viscose filament, cotton
Weft (cross thread): viscose filament

No. of threads - Base warp 42

- Bead warp 48
- Filling thread 1
- Crochet thread 1

- Weft 18/ cm, double
Recommended adhesives PraTack E40, Planatol AD 94/5B, Planatol Elasta N, Planatol 152, Planatol BB
Field of activity bookbinding, DIY (Hobby)
Application Coloured band attached to hardcover books at the top and bottom edge of the

book spine. It serves to cover the gap between book spine and book block and
to embellish the book. It also protects from dust and wear.

Note The master rolls are available both left and right wound for use in industrial book
production lines. If required, please state your corresponding wishes for winding
direction when ordering.

Subject to changes.
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