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Bookbinder's Multi-purpose presses
• Pressing

• Edge-gilding

• Fan-binding

• Abbinden von erhabenen Bünden

• Trimming with trimming plane

Basic model Type I

in vertical position

Basic model Type II

in vertical postion, with optional wooden cabinet

With this high-precision press different bookbinding jobs may be done accurately. The press consists of 
a mobile stand and pressing unit.  
The pressing unit consists of steel bars (Type I) and/or cast-iron (Type II). Both presses may be used in 
horizontal and vertical position.  
By means of a tilting mechanism, the press may be tilted by 90°.  
The jaws are 125 mm wide with a daylight of 500 mm (Type I) and/or 430 mm (Type II) run absolutely in 
parallel by means guides fixed laterally on the stand bars.   
Tapered jaws my be fixed on the parallel jaws. This facilitates joint-setting considerably. 
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Technical specifications		  Type I			   Type II

Daylight				    500 mm		  430 mm

Insert height (jaw opening)		  240 mm		  240 mm

Pressing area				    500 x 125 mm		  400 x 125 mm

Jaw width				    125 mm		  125 mm

Press frame				    steel bars		  cast-iron

Dimensions				    69 x 50 x 114 cm	 62 x 50 x 114 cm

Weight					    100 kgs		  90 kgs

Optional accessories (Type I and II):

• Tapered jaws to indcrease pressure on the joint area

• Additional jaws for thread-binding 

• Additional bottom stop as stop for loose sheets for fan-binding

• Trimming plane with rotary knife

• Wooden cabinet with storage plate

Type I - Trimming plane

Type I - Tapered jaws

Type II - Bottom stop

Type II - thread-binding jaws
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