Gonversion from standard adhesive to Planamelt
Cleaning of the application equipment

The adhesive Planamelt has a very good cleaning function which induces an ejection of cracked and dissolved
rests of old glue as well as other diverse contaminations of the equipment. Furthermore Planamelt is incompatible
with the usual EVA adhesives due to its new technology, therefore it is absolutely essential to avoid any mixtures of
adhesive as these show a very bad gluing performance.

It is very important to carefully perform a pre-cleaning of the equipment, which can look like depicted on the picture.

The cleaning should only be effected once when changing from an EVA adhesive to Planamelt. The clean-
ing effort is much less when using the Planamelt adhesive instead of the EVA adhesive. The cleaning in-
tervals can be reduced substantially as Planamelt shows characteristics such as oxidation stability and
self-cleaning capacities.

Basic-Checklist (it may vary according to equipment):

1. Deplete the premelter and dump the remaining adhesive of the adhesive basin.

2. Separate the hoses of the adhesive basin and fill the adhesive basin and the premelter with the granulate
Planamelt  (prior to that close the drain valve), position the temperature to 170-180°C in the premelter,
hose and adhesive basin.

3. After melting and reaching temperatures of over 130°C have the roller turn 10 minutes.

4. Dump the adhesive separately out of the adhesive basin via the drain valve and out of the premelter via the
hoses. During this process control the condition of the equipment and the dumped melted mass. Scrape off
mechanically the rest of the sediments in the adhesive basin and premelter by using a spatula made of plas-
tic or wood to avoid any damage on the equipment.

5. Repeat point 3 and 4 as often as necessary until the machine is sufficiently clean and no mixture of adhesive
is left.

Important: Rinse thoroughly with the fresh Planamelt adhesive at least 2 times to guarantee a suffi-
cient cleaning and to completely purge the old adhesive of the equipment.

6. Dismantle, control and if applicable clean the filters and sieves.

7. Connect hoses with the adhesive basin, effect the suggested machine settings and fill premelter with
Planamelt adhesive.

Claims, which can be traced back to an insufficient cleaning process of the system, will not be accepted.
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