
Technical Data Sheet

TYVEK Softstructure 1622E, micro-perforated (needled)

Target value (99.7 % range) Unit Test method
Nominal Min. Max.

Weight 41,5 39,0 44,0 gsm

Thickness 145 80 215 µm

Tensile elongation (MD) 82 68 96 N/5cm

Tensile elongation (CD) 72 55 90 N/5cm

Tear restistance (MD) 20,0 13,0 26,0 N 

Tear restistance (CD) 15,5 11,5 19,5 N 

Bursting strength (Mullen) 315 250 380 kPa ISO 2758 (01)

Rub fastness Crockmeter
(soft side) 3 Strokes AATCC TM8

Rub fastness Crockmeter 4 Strokes AATCC TM8
(rough side)

Rub fastness Crockmeter
(rough side) 8,67 8,00 9,30 log10(r)

Surface resistance
(soft side) 8,72 8,00 9,30 log10(r)

Remarks: 

These specifications do not release the user from his obligation to testing, particularly with respect to

DIN EN ISO 536 (96) *1

DIN EN 20534 (93) *2 

DIN EN ISO 13934-1 (99) *3 

DIN EN ISO 13934-1 (99) *3 

DIN EN ISO 9073-4 (97) *3  

DIN EN ISO 9073-4 (97) *3  

EN 1149-1 *4

EN 1149-1 *4

*1 Sample size 100 cm² 
*2 Surface 2 cm², pressure 100 kPa 
*3 Adapeted to aeration
*4 Climate: 23°C, 25% RH 

interaction between release paper, adhesive and face materials during manufacturing and aging. 


